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INSTALL 6" TEMP VALVE

INSTALL 6" TEMP VALVE

CONNECT 6" TEMPORARY WATER MAIN 
TO EXISTING HYDRANT (126)

CONNECT 6" TEMPORARY WATER MAIN 
TO EXISTING HYDRANT (303) 175' NW
OF MAIN ST ON NEW YORK AVE

INSTALL 6" TEMP MAIN

INSTALL 6" TEMP MAIN

INSTALL 4” TEMPORARY FIRE DEPARTMENT CONNECTION (TYP.)

INSTALL 6" TEMP VALVE
INSTALL 4” TEMPORARY FIRE DEPARTMENT CONNECTION (TYP.)

INSTALL 6" TEMP VALVE

INSTALL 4” TEMPORARY FIRE DEPARTMENT CONNECTION (TYP.)
CONNECT 6" TEMP WATER TO NEW HYDRANT 
UPON COMPLETION OF PHASE I.

PH
AS
E I

PH
AS
E I
I

809 MAIN STREET
NEEDS TEMP WATER

INSTALL 6" TEMP VALVE
INSTALL 6" GATE VALVE

851 MAIN STREET
NEEDS TEMP WATER

CONNECT 6" TEMPORARY WATER MAIN 
TO EXISTING HYDRANT (353) 
160' FROM MAIN STREET ON WALLACE FOR 
PHASE II.

INSTALL 6" TEMP VALVE

INSTALL 6" TEMP MAIN

CONNECT 6" TEMP WATER TO EXISTING HYDRANT UPON
COMPLETE OF PHASE I.
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INSTALL 12" GATE VALVE

CONNECT INTO EXISTING 8” CASTIRON 
WATER MAIN WITH 12”x8" REDUCER

INSTALL 12"X6" SWIVEL TEE
6" GATE VALVE
6" DI PIPE
NEW HYDRANT

INSTALL 8" CUT IN VALVE
(SHUTDOWN REQUIRED)

INSTALL 12"x8" SWIVEL TEE
8" GATE VALVE

CONNECT INTO EXISTING 8” CASTIRON 
WATER MAIN WITH 8” SLEEVE

INSTALL8" CUT IN VALVE
(SHUTDOWN REQUIRED)

INSTALL 50' +/- OF 8" DUCTILE IRON WATER MAIN

INSTALL 12" DI WATER MAIN

INSTALL 8" CUT IN VALVE
(SHUTDOWN REQUIRED)

INSTALL 8" GATE VALVE

INSTALL 12"x8" MJ TEE

CONNECT INTO EXISTING 8” CASTIRON 
WATER MAIN WITH 8” SLEEVE

INSTALL 8"X6" SWIVEL TEE
6" GATE VALVE
6" DI PIPE
NEW HYDRANT
(SALVAGE OLD HYDRANT FOR PWD)

INSTALL 75' +/- OF 8" DUCTILE IRON WATER MAIN

INSTALL 12" GATE VALVE

INSTALL 12"x8" SWIVEL TEE
8" GATE VALVE

INSTALL 6" CUT IN VALVE
(SHUTDOWN REQUIRED)

CONNECT INTO EXISTING 6” CASTIRON 
WATER MAIN WITH 8"x6” REDUCER

INSTALL 12"X6" SWIVEL TEE
6" GATE VALVE
6" DI PIPE
NEW HYDRANT

INSTALL 60' +/- OF 8" DUCTILE IRON WATER MAIN

PH
AS
E I

PH
AS
E I
I

SPN-SVV029190
797 MAIN  ST
SV2931745
*RENEW*

SPN-SVV029191
800 MAIN  ST
SV29SP805
*RENEW*

SPN-SVV029192
818 MAIN  ST
SV29SP1489
*RENEW 2" SERVICE*

SPN-SVV029193
851 MAIN  ST
SV29SP273
*RENEW*

INSTALL 12" FIELD LOCK 
GASKETS IN ANY SLIP JOINTS 
BETWEEN TEE AND HYDRANT

INSTALL 12" FIELD LOCK 
GASKETS IN FIRST 4
SLIP JOINTS NORTH OF HYDRANT

INSTALL 8" FIELD LOCK 
GASKETS BETWEEN HYDRANT TEE
AND 12"x8" TEE
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EXISTING AND TEMPORARY MAINS

PROPOSED MAINS
1 " = 40 '

1 " = 40 '

1. CONTRACTOR SHALL DISPOSE OF ALL EXCAVATED PIPING
AND APPURTENANCES.

2. ALL MAINS AND SERVICES SHALL BE INSTALLED WITH 5.5'
OF COVER MEASURED FROM PROPOSED ROAD GRADE UNLESS
OTHERWISE APPROVED BY A PWD REPRESENTATIVE.

3. THE PORTLAND WATER DISTRICT WILL NOTIFY CUSTOMERS
FOR ALL WORK INVOLVING TEMPORARY SHUT DOWN OF
SERVICE. CUSTOMERS MUST RECEIVE AT LEAST 48 HOURS
NOTIFICATION PRIOR TO ANY SHUT DOWN. THE DISTRICT
MUST RECEIVE NOTICE FROM THE CONTRACTOR OF THE
SHUT DOWN AT LEAST 48 HOURS PRIOR TO CUSTOMER
NOTIFICATION.

4. ALL DUCTILE IRON PIPE AND FITTINGS SHALL BE POLY-
WRAPPED PER SPECIFICATIONS.

5. THE COST OF PROVIDING TEMPORARY WATER SERVICE TO
THE BUILDINGS INDICATED ON THE PLAN SHALL BE AN
INCIDENTAL COST FOR WHICH SEPARATE PAYMENT WILL NOT
BE MADE. IF PROPERTIES REQUIRING A TEMPORARY WATER
CONNECTION HAVE MALFUNCTIONING SILLCOCKS OR NO
EXTERIOR PLUMBING, IT MAY BE NECESSARY TO EXCAVATE
AND CONNECT INTO THE EXISTING SERVICE LINE BEHIND
THE EXISTING SHUT-OFF VALVE TO PROVIDE TEMPORARY
SERVICE.

6.  PROVIDE TEMPORARY MAIN CONNECTION TO HYDRANT
USING LL BRASS OR 304 SS ADAPTER, 304 SS NPT TO HDPE
TRANSITION, AND FLANGED HDPE PIPING TO BRING PIPING
ELEVATION FROM HYDRANT PORT TO GRADE. PROVIDE
PIPING SUPPORTS/BLOCKING AT FITTINGS. HDPE SHALL BE
AWWA C906, SDR 11 WITH IPS FLANGE ADAPTERS AND DI
BACKUP RINGS, DIMENSIONS PER AWWA C207. ALL PIPING
AND FITTINGS SHALL BE NSF 61.

7.  PROVIDE FLANGED LL DOUBLE CHECK VALVE BACKFLOW
DEVICE, SAME NOMINAL SIZE AS TEMP MAIN, AT EACH
HYDRANT CONNECTED TO A TEMPORARY MAIN. PROVIDE
FLANGED RESILIENT SEATED GATE VALVES FOR ISOLATION,
AND PROVIDE UPSTREAM AND DOWNSTREAM TAPS.  REMOVE
BACKFLOW ONLY UPON OWNER’S REQUEST AND PROVIDE
FLANGED HDPE REPLACEMENT SPOOL PIECE. HDPE SHALL BE
AWWA C906, SDR 11 WITH IPS FLANGE ADAPTERS AND DI
BACKUP RINGS. FLANGE DIMENSIONS PER AWWA C207. ALL
PIPING AND FITTINGS SHALL BE NSF 61.  PROVIDE
DOCUMENTATION OF ANNUAL INSPECTION BY A PERSON
CERTIFIED BY THE NEW ENGLAND WATER WORKS
ASSOCIATION OR AMERICAN BACKFLOW PREVENTION
ASSOCIATION.

8. INSTALL 4” TEMPORARY FIRE DEPT CONNECTION (TYP.), 4”
GATE VALVE, 90° ELBOW, RISER PIPE, 90° ELBOW, AND 4-½"
NPT STEAMER PORT CONNECTION WITH CAP.  ALL JOINTS TO
BE RESTRAINED. STEAMER PORT, RISER AND TEE TO BE
ANCHORED TO THE GROUND. OUTLET TO BE BETWEEN 1’ AND
2’ OFF THE GROUND.

9. REMOVE ALL OLD PIPING NOT EXPLICITLY CALLED OUT FOR
ABANDONMENT.

10. TEMPORARY WATER SYSTEM SHALL ONLY BE ACTIVE
BETWEEN APRIL 15TH AND OCTOBER 15TH. ALL WATER MAIN,
EITHER EXISTING OR NEWLY INSTALLED, MUST BE ACTIVE
BETWEEN OCTOBER 16TH AND APRIL 14TH. ALL 4" DIAMETER
& LARGER TEMPORARY WATER LINES MUST BE BURIED WHEN
CROSSING STREES, DRIVEWAYS & SIDEWALKS.

11. CONTRACTOR MUST ALLOW OWNER SUFFICIENT TIME TO
TRANSFER WATER SERVICES FROM EXISTING WATER MAIN TO
TEMPORARY WATER SERVICES INSTALLED BY CONTRACTOR
AND TO TRANSFER SERVICE TO NEW WATER MAIN/SERVICE
LINE UPON SUCCESSFUL TESTING OF SAMPLE FOR ABSENCE
OF BACTERIA.  THE CONTRACTOR SHALL NOT CLAIM ANY
DELAY-RELATED COSTS OR TIME RELATED TO THIS WORK.

12. REPLACE ALL SERVICES TO BE RENEWED FROM MAIN TO
STREET LINE WITH 1" COPPER PIPING, UNLESS CALLED OUT
TO BE REPLACED DIFFERENTLY.

13. SIDEWALKS MUST REMAIN OPEN AT ALL TIMES OR
REASONABLE DETOURS PROVIDED.

14. LOCATIONS OF UTILITIES OTHER THAN WATER ARE
APPROXIMATE, AND NOT ALL UTILITES ARE SHOWN.  THE
CONTRACTOR IS RESPONSIBLE FOR LOCATING, SUPPORTING
AND PROTECTING ALL UTILITIES DURING INSTALLATION OF
THE WATER MAIN.

15.TEMPORARY WATER (INCLUDING SERVICES) SHALL BE
ACTIVE FOR PHASE I AS SHOWN ON THE DRAWINGS BEFORE
EXISTING WATER MAIN IS TAKEN OUT OF SERVICE.  NEW
MAIN SHALL BE PRESSURE/LEAK TESTED, DISINFECTED AND
HAVE A SUCCESSFUL TESTING SAMPLE FOR ABSENCE OF
BACTERIA BEFORE PHASE II MAY COMMENCE.   LAYOUT OF
TEMPORARY WATER (INCLUDING SERVICES) FOR PHASE II
CAN OCCUR CONCURRENTLY WITH PHASE I WATER MAIN
REPLACEMENT WORK.  A SILMILAR SCHEDULE IS REQUIRED
FOR PHASE III.

16. THERE IS A CONCRETE SLAB UNDER THE PAVEMENT ON
MAIN STREET.  THE CONCRETE REMOVED WILL NOT BE
REPLACED.
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PROPOSED/RENEWED SERVICE

PROPOSED WATER MAIN

EXISTING WATER MAIN
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PH
AS
E I

PH
AS
E I
I

INSTALL 8"x6" MJ TEE AND 6" VALVE
FOR TEMP WATER. 6" VALVE TO BE 
REMOVED AND TEE PLUGGED UPON
COMPLETION OF PHASE II. ALL WORK 
AND FITTINGS INCIDENTAL TO TEMP
WATER. (SHUTDOWN REQUIRED)

INSTALL 8" TEMP VALVE
(SHUTDOWN REQUIRED)

INSTALL 6" TEMP VALVE

INSTALL 6" TEMP MAIN

INSTALL 2" TEMP VALVE

INSTALL 2" TEMP VALVE
INSTALL 6" TEMP VALVE

CONNECT 6" TEMP WATER TO NEW HYDRANT 
UPON COMPLETION OF PHASE II.

NOYES STREET HOMES WILL BE CONNECTED TO 
TEMP WATER.  END TEMP MAIN WITH 1" BLOW OFF.

NOYES STREET HOMES WILL BE CONNECTED TO 
TEMP WATER.  END TEMP MAIN WITH 1" BLOW OFF.

INSTALL 6" TEMP MAIN

INSTALL 6" TEMP MAIN

INSTALL 6" TEMP VALVE

INSTALL 8"x6" MJ TEE AND 6" VALVE
FOR TEMP WATER. 6" VALVE TO BE 
REMOVED AND TEE PLUGGED UPON
COMPLETION OF PHASE III. ALL WORK 
AND FITTINGS INCIDENTAL TO TEMP
WATER. (SHUTDOWN REQUIRED)

INSTALL 8" TEMP VALVE
(SHUTDOWN REQUIRED) INSTALL 6" TEMP MAIN

INSTALL 8"x6" MJ TEE AND 6" VALVE
FOR TEMP WATER. 6" VALVE TO BE 
REMOVED AND TEE PLUGGED UPON
COMPLETION OF PHASE III. ALL WORK 
AND FITTINGS INCIDENTAL TO TEMP
WATER. (SHUTDOWN REQUIRED)

INSTALL 8" TEMP VALVE
(SHUTDOWN REQUIRED)

INSTALL 6" TEMP VALVE

INSTALL 6" TEMP MAIN

PH
AS
E I
I

PH
AS
E I
II

INSTALL 4” TEMPORARY FIRE 
DEPARTMENT CONNECTION (TYP.)
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PH
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INSTALL 12" CUT IN VALVE
(SHUTDOWN REQUIRED)

INSTALL 12"x12" MJxFL TEE
12" GATE VALVE

CONNECT INTO EXISTING 12” CASTIRON 
WATER MAIN WITH 12” SLEEVE

INSTALL 8" GATE VALVE

INSTALL 12"x8" MJxMJ TEE

CONNECT INTO EXISTING 6” CASTIRON 
WATER MAIN WITH 8"x6” REDUCER

INSTALL 6" CUT IN VALVE
(SHUTDOWN REQUIRED)

INSTALL 20' +/- OF 12" DUCTILE IRON WATER MAIN

INSTALL 80' +/- OF 8" DUCTILE IRON WATER MAIN
FIELD LOCK GASKETS BETWEEN TEE & HYDRANT

INSTALL 8"X6" SWIVEL TEE
6" GATE VALVE
6" DI PIPE
NEW HYDRANT
(SALVAGE OLD HYDRANT FOR PWD)

INSTALL 12" DI WATER MAIN

INSTALL 12" GATE VALVE

CONNECT INTO EXISTING 8” CASTIRON 
WATER MAIN WITH 8” SLEEVE

INSTALL 15' +/- OF 8" DUCTILE IRON WATER MAIN

PH
AS
E I
I

PH
AS
E I
II

SPN-SVV029175
744 MAIN  ST
SV29SP3003
*RECONNECT*

SPN-SVV029174
738 MAIN  ST
SV29SP587
*RENEW 2" SERVICE*

SPN-SVV029172
731 MAIN  ST
SV2933419
*RENEW*

SPN-SVV029176
745 MAIN  ST
SV2914506
*RENEW*

SPN-SVV029177
746 MAIN  ST
SV2931622
*RENEW*

SPN-SVV029178
747 MAIN  ST
SV2931137
*RENEW*

SPN-SVV029179
757 MAIN  ST
SV29S1790A
*RENEW 8" FS*

SPN-SVV029183
756 MAIN  ST
SV2931800
*RENEW*

SPN-SVV029184
761 MAIN  ST
SV2914507
*RENEW*

SPN-SVV029185
762 MAIN  ST
SV2931901
*RENEW*

SPN-SVV029186
765 MAIN  ST
SV2914550
*RENEW*

SPN-SVV029187
771 MAIN  ST
SV2933822
*RENEW*

SPN-SVV029188
775 MAIN  ST
SV2914617
*RENEW*

SPN-SVV029189
793 MAIN  ST
SV2914492
*RENEW*

SPN-SVV029173
738 MAIN  ST
SV29S3024A
*RECONNECT 8" FS*

SPN-SVV029171
725 MAIN  ST
SV29SP1762
*RENEW*

INSTALL 8" FIELD LOCK 
GASKETS BETWEEN HYDRANT 
TEE AND 12"x8" TEE

INSTALL 8" FIELD LOCK GASKETS BETWEEN \
HYDRANT TEE AND 12"x8" TEE

INSTALL 10" CUT-IN VALVE
FOR PHASE II WORK.
(SHUTDOWN REQUIRED);
VALVE TO BE REMOVED IN 
PHASE III-INCIDENTAL WORK ITEM.

REMOVE EXISTING HYDRANT 
AND SALVALVE FOR PWD

SPN-SVV029180
757 MAIN  ST
SV29S1791A
*RENEW 8 FS*

INSTALL 12"x8" SWIVEL TEE
8" GATE VALVE

INSTALL 12"X6" SWIVEL TEE
6" GATE VALVE
6" DI PIPE
NEW HYDRANT

SPN-SVV029181
753 MAIN  ST
SV2914503
*RENEW*

Main

No
ye

s

W
allace

Rh
od

e I
sla

nd

10 '' CAST 1922

8 '
' C

AS
TC

L 1
96

9

12 '' CASTCL 1965

12 '' CASTCL 1965

2 OF 6

330277

EXISTING AND TEMPORARY MAINS

PROPOSED MAINS
1 " = 40 '

1 " = 40 '

1. CONTRACTOR SHALL DISPOSE OF ALL EXCAVATED PIPING
AND APPURTENANCES.

2. ALL MAINS AND SERVICES SHALL BE INSTALLED WITH 5.5'
OF COVER MEASURED FROM PROPOSED ROAD GRADE UNLESS
OTHERWISE APPROVED BY A PWD REPRESENTATIVE.

3. THE PORTLAND WATER DISTRICT WILL NOTIFY CUSTOMERS
FOR ALL WORK INVOLVING TEMPORARY SHUT DOWN OF
SERVICE. CUSTOMERS MUST RECEIVE AT LEAST 48 HOURS
NOTIFICATION PRIOR TO ANY SHUT DOWN. THE DISTRICT
MUST RECEIVE NOTICE FROM THE CONTRACTOR OF THE
SHUT DOWN AT LEAST 48 HOURS PRIOR TO CUSTOMER
NOTIFICATION.

4. ALL DUCTILE IRON PIPE AND FITTINGS SHALL BE POLY-
WRAPPED PER SPECIFICATIONS.

5. THE COST OF PROVIDING TEMPORARY WATER SERVICE TO
THE BUILDINGS INDICATED ON THE PLAN SHALL BE AN
INCIDENTAL COST FOR WHICH SEPARATE PAYMENT WILL NOT
BE MADE. IF PROPERTIES REQUIRING A TEMPORARY WATER
CONNECTION HAVE MALFUNCTIONING SILLCOCKS OR NO
EXTERIOR PLUMBING, IT MAY BE NECESSARY TO EXCAVATE
AND CONNECT INTO THE EXISTING SERVICE LINE BEHIND
THE EXISTING SHUT-OFF VALVE TO PROVIDE TEMPORARY
SERVICE.

6.  PROVIDE TEMPORARY MAIN CONNECTION TO HYDRANT
USING LL BRASS OR 304 SS ADAPTER, 304 SS NPT TO HDPE
TRANSITION, AND FLANGED HDPE PIPING TO BRING PIPING
ELEVATION FROM HYDRANT PORT TO GRADE. PROVIDE
PIPING SUPPORTS/BLOCKING AT FITTINGS. HDPE SHALL BE
AWWA C906, SDR 11 WITH IPS FLANGE ADAPTERS AND DI
BACKUP RINGS, DIMENSIONS PER AWWA C207. ALL PIPING
AND FITTINGS SHALL BE NSF 61.

7.  PROVIDE FLANGED LL DOUBLE CHECK VALVE BACKFLOW
DEVICE, SAME NOMINAL SIZE AS TEMP MAIN, AT EACH
HYDRANT CONNECTED TO A TEMPORARY MAIN. PROVIDE
FLANGED RESILIENT SEATED GATE VALVES FOR ISOLATION,
AND PROVIDE UPSTREAM AND DOWNSTREAM TAPS.  REMOVE
BACKFLOW ONLY UPON OWNER’S REQUEST AND PROVIDE
FLANGED HDPE REPLACEMENT SPOOL PIECE. HDPE SHALL BE
AWWA C906, SDR 11 WITH IPS FLANGE ADAPTERS AND DI
BACKUP RINGS. FLANGE DIMENSIONS PER AWWA C207. ALL
PIPING AND FITTINGS SHALL BE NSF 61.  PROVIDE
DOCUMENTATION OF ANNUAL INSPECTION BY A PERSON
CERTIFIED BY THE NEW ENGLAND WATER WORKS
ASSOCIATION OR AMERICAN BACKFLOW PREVENTION
ASSOCIATION.

8. INSTALL 4” TEMPORARY FIRE DEPT CONNECTION (TYP.), 4”
GATE VALVE, 90° ELBOW, RISER PIPE, 90° ELBOW, AND 4-½"
NPT STEAMER PORT CONNECTION WITH CAP.  ALL JOINTS TO
BE RESTRAINED. STEAMER PORT, RISER AND TEE TO BE
ANCHORED TO THE GROUND. OUTLET TO BE BETWEEN 1’ AND
2’ OFF THE GROUND.

9. REMOVE ALL OLD PIPING NOT EXPLICITLY CALLED OUT FOR
ABANDONMENT.

10. TEMPORARY WATER SYSTEM SHALL ONLY BE ACTIVE
BETWEEN APRIL 15TH AND OCTOBER 15TH. ALL WATER MAIN,
EITHER EXISTING OR NEWLY INSTALLED, MUST BE ACTIVE
BETWEEN OCTOBER 16TH AND APRIL 14TH. ALL 4" DIAMETER
& LARGER TEMPORARY WATER LINES MUST BE BURIED WHEN
CROSSING STREES, DRIVEWAYS & SIDEWALKS.

11. CONTRACTOR MUST ALLOW OWNER SUFFICIENT TIME TO
TRANSFER WATER SERVICES FROM EXISTING WATER MAIN TO
TEMPORARY WATER SERVICES INSTALLED BY CONTRACTOR
AND TO TRANSFER SERVICE TO NEW WATER MAIN/SERVICE
LINE UPON SUCCESSFUL TESTING OF SAMPLE FOR ABSENCE
OF BACTERIA.  THE CONTRACTOR SHALL NOT CLAIM ANY
DELAY-RELATED COSTS OR TIME RELATED TO THIS WORK.

12. REPLACE ALL SERVICES TO BE RENEWED FROM MAIN TO
STREET LINE WITH 1" COPPER PIPING, UNLESS CALLED OUT
TO BE REPLACED DIFFERENTLY.

13. SIDEWALKS MUST REMAIN OPEN AT ALL TIMES OR
REASONABLE DETOURS PROVIDED.

14. LOCATIONS OF UTILITIES OTHER THAN WATER ARE
APPROXIMATE, AND NOT ALL UTILITES ARE SHOWN.  THE
CONTRACTOR IS RESPONSIBLE FOR LOCATING, SUPPORTING
AND PROTECTING ALL UTILITIES DURING INSTALLATION OF
THE WATER MAIN.

15.TEMPORARY WATER (INCLUDING SERVICES) SHALL BE
ACTIVE FOR PHASE I AS SHOWN ON THE DRAWINGS BEFORE
EXISTING WATER MAIN IS TAKEN OUT OF SERVICE.  NEW
MAIN SHALL BE PRESSURE/LEAK TESTED, DISINFECTED AND
HAVE A SUCCESSFUL TESTING SAMPLE FOR ABSENCE OF
BACTERIA BEFORE PHASE II MAY COMMENCE.   LAYOUT OF
TEMPORARY WATER (INCLUDING SERVICES) FOR PHASE II
CAN OCCUR CONCURRENTLY WITH PHASE I WATER MAIN
REPLACEMENT WORK.  A SILMILAR SCHEDULE IS REQUIRED
FOR PHASE III.

16. THERE IS A CONCRETE SLAB UNDER THE PAVEMENT ON
MAIN STREET.  THE CONCRETE REMOVED WILL NOT BE
REPLACED.
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INSTALL 2" TEMP BLOW OFF

INSTALL 6" TEMP VALVE

INSTALL 6" TEMP VALVE

INSTALL 6"x2" TEMP REDUCER

INSTALL 6" TEMP VALVE

INSTALL 4” TEMPORARY FIRE DEPARTMENT CONNECTION (TYP.)

684 MAIN STREET
NEEDS TEMP WATER

CONNECT 6" TEMPORARY WATER MAIN 
TO EXISTING HYDRANT (122)

INSTALL 6" TEMP MAIN

INSTALL 8"x6" MJ TEE AND 6" VALVE
FOR TEMP WATER. 6" VALVE TO BE 
REMOVED AND TEE PLUGGED UPON
COMPLETION OF PHASE III. ALL WORK 
AND FITTINGS INCIDENTAL TO TEMP
WATER.

INSTALL 6" TEMP VALVEINSTALL 8" TEMP VALVE
INSTALL 6" TEMP MAIN

697 MAIN STREET
NEEDS TEMP WATER
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CONNECT INTO EXISTING MAIN BY
REMOVING REDUCER AND INSTALLING 
12" GATE VALVEINSTALL 12"X6" SWIVEL TEE

6" GATE VALVE
6" DI PIPE
NEW HYDRANT

INSTALL 1" AIR VALVE

INSTALL 12" CUT IN VALVE
(SHUTDOWN REQUIRED)INSTALL 12" DI WATER MAIN

6' OFF CURB LINE

REMOVE EXISTING HYDRANT
AND VALVE AND SALVAGE FOR PWD

SPN-SVV029170
719 MAIN  ST
SV2914505
*RENEW*

SPN-SVV029167
690 MAIN  ST
SV2914498
*RENEW*

SPN-SVV029169
715 MAIN  ST
SV29SP368
*RENEW*

SPN-SVV029168
700 MAIN  ST
SV29SP1421
*RENEW 8" FS*
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EXISTING AND TEMPORARY MAINS

PROPOSED MAINS
1 " = 40 '

1 " = 40 '

1. CONTRACTOR SHALL DISPOSE OF ALL EXCAVATED PIPING
AND APPURTENANCES.

2. ALL MAINS AND SERVICES SHALL BE INSTALLED WITH 5.5'
OF COVER MEASURED FROM PROPOSED ROAD GRADE UNLESS
OTHERWISE APPROVED BY A PWD REPRESENTATIVE.

3. THE PORTLAND WATER DISTRICT WILL NOTIFY CUSTOMERS
FOR ALL WORK INVOLVING TEMPORARY SHUT DOWN OF
SERVICE. CUSTOMERS MUST RECEIVE AT LEAST 48 HOURS
NOTIFICATION PRIOR TO ANY SHUT DOWN. THE DISTRICT
MUST RECEIVE NOTICE FROM THE CONTRACTOR OF THE
SHUT DOWN AT LEAST 48 HOURS PRIOR TO CUSTOMER
NOTIFICATION.

4. ALL DUCTILE IRON PIPE AND FITTINGS SHALL BE POLY-
WRAPPED PER SPECIFICATIONS.

5. THE COST OF PROVIDING TEMPORARY WATER SERVICE TO
THE BUILDINGS INDICATED ON THE PLAN SHALL BE AN
INCIDENTAL COST FOR WHICH SEPARATE PAYMENT WILL NOT
BE MADE. IF PROPERTIES REQUIRING A TEMPORARY WATER
CONNECTION HAVE MALFUNCTIONING SILLCOCKS OR NO
EXTERIOR PLUMBING, IT MAY BE NECESSARY TO EXCAVATE
AND CONNECT INTO THE EXISTING SERVICE LINE BEHIND
THE EXISTING SHUT-OFF VALVE TO PROVIDE TEMPORARY
SERVICE.

6.  PROVIDE TEMPORARY MAIN CONNECTION TO HYDRANT
USING LL BRASS OR 304 SS ADAPTER, 304 SS NPT TO HDPE
TRANSITION, AND FLANGED HDPE PIPING TO BRING PIPING
ELEVATION FROM HYDRANT PORT TO GRADE. PROVIDE
PIPING SUPPORTS/BLOCKING AT FITTINGS. HDPE SHALL BE
AWWA C906, SDR 11 WITH IPS FLANGE ADAPTERS AND DI
BACKUP RINGS, DIMENSIONS PER AWWA C207. ALL PIPING
AND FITTINGS SHALL BE NSF 61.

7.  PROVIDE FLANGED LL DOUBLE CHECK VALVE BACKFLOW
DEVICE, SAME NOMINAL SIZE AS TEMP MAIN, AT EACH
HYDRANT CONNECTED TO A TEMPORARY MAIN. PROVIDE
FLANGED RESILIENT SEATED GATE VALVES FOR ISOLATION,
AND PROVIDE UPSTREAM AND DOWNSTREAM TAPS.  REMOVE
BACKFLOW ONLY UPON OWNER’S REQUEST AND PROVIDE
FLANGED HDPE REPLACEMENT SPOOL PIECE. HDPE SHALL BE
AWWA C906, SDR 11 WITH IPS FLANGE ADAPTERS AND DI
BACKUP RINGS. FLANGE DIMENSIONS PER AWWA C207. ALL
PIPING AND FITTINGS SHALL BE NSF 61.  PROVIDE
DOCUMENTATION OF ANNUAL INSPECTION BY A PERSON
CERTIFIED BY THE NEW ENGLAND WATER WORKS
ASSOCIATION OR AMERICAN BACKFLOW PREVENTION
ASSOCIATION.

8. INSTALL 4” TEMPORARY FIRE DEPT CONNECTION (TYP.), 4”
GATE VALVE, 90° ELBOW, RISER PIPE, 90° ELBOW, AND 4-½"
NPT STEAMER PORT CONNECTION WITH CAP.  ALL JOINTS TO
BE RESTRAINED. STEAMER PORT, RISER AND TEE TO BE
ANCHORED TO THE GROUND. OUTLET TO BE BETWEEN 1’ AND
2’ OFF THE GROUND.

9. REMOVE ALL OLD PIPING NOT EXPLICITLY CALLED OUT FOR
ABANDONMENT.

10. TEMPORARY WATER SYSTEM SHALL ONLY BE ACTIVE
BETWEEN APRIL 15TH AND OCTOBER 15TH. ALL WATER MAIN,
EITHER EXISTING OR NEWLY INSTALLED, MUST BE ACTIVE
BETWEEN OCTOBER 16TH AND APRIL 14TH. ALL 4" DIAMETER
& LARGER TEMPORARY WATER LINES MUST BE BURIED WHEN
CROSSING STREES, DRIVEWAYS & SIDEWALKS.

11. CONTRACTOR MUST ALLOW OWNER SUFFICIENT TIME TO
TRANSFER WATER SERVICES FROM EXISTING WATER MAIN TO
TEMPORARY WATER SERVICES INSTALLED BY CONTRACTOR
AND TO TRANSFER SERVICE TO NEW WATER MAIN/SERVICE
LINE UPON SUCCESSFUL TESTING OF SAMPLE FOR ABSENCE
OF BACTERIA.  THE CONTRACTOR SHALL NOT CLAIM ANY
DELAY-RELATED COSTS OR TIME RELATED TO THIS WORK.

12. REPLACE ALL SERVICES TO BE RENEWED FROM MAIN TO
STREET LINE WITH 1" COPPER PIPING, UNLESS CALLED OUT
TO BE REPLACED DIFFERENTLY.

13. SIDEWALKS MUST REMAIN OPEN AT ALL TIMES OR
REASONABLE DETOURS PROVIDED.

14. LOCATIONS OF UTILITIES OTHER THAN WATER ARE
APPROXIMATE, AND NOT ALL UTILITES ARE SHOWN.  THE
CONTRACTOR IS RESPONSIBLE FOR LOCATING, SUPPORTING
AND PROTECTING ALL UTILITIES DURING INSTALLATION OF
THE WATER MAIN.

15.TEMPORARY WATER (INCLUDING SERVICES) SHALL BE
ACTIVE FOR PHASE I AS SHOWN ON THE DRAWINGS BEFORE
EXISTING WATER MAIN IS TAKEN OUT OF SERVICE.  NEW
MAIN SHALL BE PRESSURE/LEAK TESTED, DISINFECTED AND
HAVE A SUCCESSFUL TESTING SAMPLE FOR ABSENCE OF
BACTERIA BEFORE PHASE II MAY COMMENCE.   LAYOUT OF
TEMPORARY WATER (INCLUDING SERVICES) FOR PHASE II
CAN OCCUR CONCURRENTLY WITH PHASE I WATER MAIN
REPLACEMENT WORK.  A SILMILAR SCHEDULE IS REQUIRED
FOR PHASE III.

16. THERE IS A CONCRETE SLAB UNDER THE PAVEMENT ON
MAIN STREET.  THE CONCRETE REMOVED WILL NOT BE
REPLACED.
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CONNECT 6" TEMPORARY WATER MAIN 
TO EXISTING HYDRANT (1505)

INSTALL 6" TEMP MAIN
TO FEED WALLACE AVE

CONNECT 6" TEMPORARY WATER MAIN 
TO EXISTING HYDRANT (532)

INSTALL 6" TEMP MAIN
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EXISTING AND TEMPORARY MAINS
1 " = 100 '

1. CONTRACTOR SHALL DISPOSE OF ALL EXCAVATED PIPING
AND APPURTENANCES.

2. ALL MAINS AND SERVICES SHALL BE INSTALLED WITH 5.5'
OF COVER MEASURED FROM PROPOSED ROAD GRADE UNLESS
OTHERWISE APPROVED BY A PWD REPRESENTATIVE.

3. THE PORTLAND WATER DISTRICT WILL NOTIFY CUSTOMERS
FOR ALL WORK INVOLVING TEMPORARY SHUT DOWN OF
SERVICE. CUSTOMERS MUST RECEIVE AT LEAST 48 HOURS
NOTIFICATION PRIOR TO ANY SHUT DOWN. THE DISTRICT
MUST RECEIVE NOTICE FROM THE CONTRACTOR OF THE
SHUT DOWN AT LEAST 48 HOURS PRIOR TO CUSTOMER
NOTIFICATION.

4. ALL DUCTILE IRON PIPE AND FITTINGS SHALL BE POLY-
WRAPPED PER SPECIFICATIONS.

5. THE COST OF PROVIDING TEMPORARY WATER SERVICE TO
THE BUILDINGS INDICATED ON THE PLAN SHALL BE AN
INCIDENTAL COST FOR WHICH SEPARATE PAYMENT WILL NOT
BE MADE. IF PROPERTIES REQUIRING A TEMPORARY WATER
CONNECTION HAVE MALFUNCTIONING SILLCOCKS OR NO
EXTERIOR PLUMBING, IT MAY BE NECESSARY TO EXCAVATE
AND CONNECT INTO THE EXISTING SERVICE LINE BEHIND
THE EXISTING SHUT-OFF VALVE TO PROVIDE TEMPORARY
SERVICE.

6.  PROVIDE TEMPORARY MAIN CONNECTION TO HYDRANT
USING LL BRASS OR 304 SS ADAPTER, 304 SS NPT TO HDPE
TRANSITION, AND FLANGED HDPE PIPING TO BRING PIPING
ELEVATION FROM HYDRANT PORT TO GRADE. PROVIDE
PIPING SUPPORTS/BLOCKING AT FITTINGS. HDPE SHALL BE
AWWA C906, SDR 11 WITH IPS FLANGE ADAPTERS AND DI
BACKUP RINGS, DIMENSIONS PER AWWA C207. ALL PIPING
AND FITTINGS SHALL BE NSF 61.

7.  PROVIDE FLANGED LL DOUBLE CHECK VALVE BACKFLOW
DEVICE, SAME NOMINAL SIZE AS TEMP MAIN, AT EACH
HYDRANT CONNECTED TO A TEMPORARY MAIN. PROVIDE
FLANGED RESILIENT SEATED GATE VALVES FOR ISOLATION,
AND PROVIDE UPSTREAM AND DOWNSTREAM TAPS.  REMOVE
BACKFLOW ONLY UPON OWNER’S REQUEST AND PROVIDE
FLANGED HDPE REPLACEMENT SPOOL PIECE. HDPE SHALL BE
AWWA C906, SDR 11 WITH IPS FLANGE ADAPTERS AND DI
BACKUP RINGS. FLANGE DIMENSIONS PER AWWA C207. ALL
PIPING AND FITTINGS SHALL BE NSF 61.  PROVIDE
DOCUMENTATION OF ANNUAL INSPECTION BY A PERSON
CERTIFIED BY THE NEW ENGLAND WATER WORKS
ASSOCIATION OR AMERICAN BACKFLOW PREVENTION
ASSOCIATION.

8. INSTALL 4” TEMPORARY FIRE DEPT CONNECTION (TYP.), 4”
GATE VALVE, 90° ELBOW, RISER PIPE, 90° ELBOW, AND 4-½"
NPT STEAMER PORT CONNECTION WITH CAP.  ALL JOINTS TO
BE RESTRAINED. STEAMER PORT, RISER AND TEE TO BE
ANCHORED TO THE GROUND. OUTLET TO BE BETWEEN 1’ AND
2’ OFF THE GROUND.

9. REMOVE ALL OLD PIPING NOT EXPLICITLY CALLED OUT FOR
ABANDONMENT.

10. TEMPORARY WATER SYSTEM SHALL ONLY BE ACTIVE
BETWEEN APRIL 15TH AND OCTOBER 15TH. ALL WATER MAIN,
EITHER EXISTING OR NEWLY INSTALLED, MUST BE ACTIVE
BETWEEN OCTOBER 16TH AND APRIL 14TH. ALL 4" DIAMETER
& LARGER TEMPORARY WATER LINES MUST BE BURIED WHEN
CROSSING STREES, DRIVEWAYS & SIDEWALKS.

11. CONTRACTOR MUST ALLOW OWNER SUFFICIENT TIME TO
TRANSFER WATER SERVICES FROM EXISTING WATER MAIN TO
TEMPORARY WATER SERVICES INSTALLED BY CONTRACTOR
AND TO TRANSFER SERVICE TO NEW WATER MAIN/SERVICE
LINE UPON SUCCESSFUL TESTING OF SAMPLE FOR ABSENCE
OF BACTERIA.  THE CONTRACTOR SHALL NOT CLAIM ANY
DELAY-RELATED COSTS OR TIME RELATED TO THIS WORK.

12. REPLACE ALL SERVICES TO BE RENEWED FROM MAIN TO
STREET LINE WITH 1" COPPER PIPING, UNLESS CALLED OUT
TO BE REPLACED DIFFERENTLY.

13. SIDEWALKS MUST REMAIN OPEN AT ALL TIMES OR
REASONABLE DETOURS PROVIDED.

14. LOCATIONS OF UTILITIES OTHER THAN WATER ARE
APPROXIMATE, AND NOT ALL UTILITES ARE SHOWN.  THE
CONTRACTOR IS RESPONSIBLE FOR LOCATING, SUPPORTING
AND PROTECTING ALL UTILITIES DURING INSTALLATION OF
THE WATER MAIN.

15.TEMPORARY WATER (INCLUDING SERVICES) SHALL BE
ACTIVE FOR PHASE I AS SHOWN ON THE DRAWINGS BEFORE
EXISTING WATER MAIN IS TAKEN OUT OF SERVICE.  NEW
MAIN SHALL BE PRESSURE/LEAK TESTED, DISINFECTED AND
HAVE A SUCCESSFUL TESTING SAMPLE FOR ABSENCE OF
BACTERIA BEFORE PHASE II MAY COMMENCE.   LAYOUT OF
TEMPORARY WATER (INCLUDING SERVICES) FOR PHASE II
CAN OCCUR CONCURRENTLY WITH PHASE I WATER MAIN
REPLACEMENT WORK.  A SILMILAR SCHEDULE IS REQUIRED
FOR PHASE III.

16. THERE IS A CONCRETE SLAB UNDER THE PAVEMENT ON
MAIN STREET.  THE CONCRETE REMOVED WILL NOT BE
REPLACED.
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